
KALTWALZSTAHL, 
ROH

MECHANISCHE EIGENSCHAFTEN / Mechanical properties

BEZEICHNUNG
/ Designation

Lieferzustand
/ State of supply

Symbol
/ Symbol

Rm 
(N/mm2)

Rp02
(N/mm2) A % min

DC 01

Geglüht / Annealed A Max 280 270-410 28

Kaltverfestigt
/ cold work hardened

C 290 200-300 290-430 18

C 340 Min 250 340-490 -

C 390 Min 310 390-540 -

C 440 Min 360 440-590 -

C 490 Min 420 490-640 -

C 590 Min 520 590-740 -

C 690 Min 630 Min 690 -

CHEMISCHE ZUSAMMENSETZUNG / Chemical composition

BEZEICHNUNG
/ Designation

Lieferzustand
/ State of supply

Symbol 
/ Symbol C P S Mn Ti

DC 01

Geglüht / Annealed A 0.12 0.045 0.045 0.60 -

Kaltverfestigt
/ cold work hardened

C 290 0.12 0.045 0.045 0.60 -

C 340 0.12 0.045 0.045 0.60 -

C 390 0.12 0.045 0.045 0.60 -

C 440 0.12 0.045 0.045 0.60 -

C 490 0.12 0.045 0.045 0.60 -

C 590 0.12 0.045 0.045 0.60 -

C 690 0.12 0.045 0.045 0.60 -

Schmalband aus unbeschichtetem, kaltgewalztem 
Weichstahl für Kaltumformung (UNI EN 10139)  

Toleranzen: Referenznorm UNI EN 10140
Diese Stähle werden durch ein mechanisches Kaltwalzverfahren 
hergestellt. Die dabei im Material entstehenden inneren Spannungen 
führen zu einer Erhöhung der Zugfestigkeit und der Streckgrenze, 
abhängig vom Grad der Kaltverfestigung.

Cold rolled uncoated mild steel narrow strip for 
cold forming (UNI EN 10139)

Tolerances: Reference standard UNI EN 10140
Low carbon, non-alloy steel sheets suitable for all those This 
type of steel is produced by mechanical treatment of cold 
rolled sheet. The internal stresses generated in the material 
by this processing increase the tensile strength and the yield 
strength, depending on the grade of hardening.
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